
 Scheda tecnica - Fari da incasso

DW156

Confronto modelli

Finitura Alimentatore input Numero Led Colore luce Gradi lente Lumen 
DW156-12-BBC Nero RAL9005 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-BBN Nero RAL9005 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-BCC Nero RAL9005 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-BCN Nero RAL9005 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-BGC Nero RAL9005 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-BGN Nero RAL9005 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-BIC Nero RAL9005 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-BIN Nero RAL9005 100,0-280,0Vac 1 C 37 1000lm 

DW156-12-BWC Nero RAL9005 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-BWN Nero RAL9005 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-REFB
DW156-12-REFC
DW156-12-REFG
DW156-12-REFI

DW156-12-REFW
DW156-12-WBC Bianco RAL9010 100,0-280,0Vac 1 C 37 1000lm 

Descrizione

Apparecchio ad incasso per interni, a scomparsa per
controsoffitti in gesso, telaio in alluminio. LED COB ad alto
rendimento. Disponibile a 7W, 12W, 18W e varie colorazioni, cri
80, lente 36°

CRI Ra 80 
Lumen 1000lm , 1700lm , 500lm 
Tipo Led COB 
Marca Led Bridgelux 
Gradi lente 37 
Alimentazione 100,0-280,0Vac 
Foro 75x75mm , Q0850 , 60x60mm 
Confezione Box 
Garanzia 2 years 
Finiture Nero RAL9005 , Bianco RAL9010 

Dogi Group S.r.l. - Sede Operativa: Piazza Don Enrico Mapelli, 75 - 20099 Sesto San Giovanni (MI) - Tel: +39 02 26270299 - Email:
info@dogi-group.it - P.IVA 07432680960



DW156-12-WBN Bianco RAL9010 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-WCC Bianco RAL9010 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-WCN Bianco RAL9010 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-WGC Bianco RAL9010 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-WGN Bianco RAL9010 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-WIC Bianco RAL9010 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-WIN Bianco RAL9010 100,0-280,0Vac 1 C 37 1000lm 

DW156-12-WWC Bianco RAL9010 100,0-280,0Vac 1 C 37 1000lm 
DW156-12-WWN Bianco RAL9010 100,0-280,0Vac 1 C 37 1000lm 
DW156-18-BBC Nero RAL9005 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-BBN Nero RAL9005 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-BCC Nero RAL9005 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-BCN Nero RAL9005 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-BGC Nero RAL9005 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-BGN Nero RAL9005 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-BIC Nero RAL9005 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-BIN Nero RAL9005 100,0-280,0Vac 1 C 37 1700lm 

DW156-18-BWC Nero RAL9005 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-BWN Nero RAL9005 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-REFB
DW156-18-REFC
DW156-18-REFG
DW156-18-REFI

DW156-18-REFW
DW156-18-WBC Bianco RAL9010 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-WBN Bianco RAL9010 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-WCC Bianco RAL9010 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-WCN Bianco RAL9010 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-WGC Bianco RAL9010 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-WGN Bianco RAL9010 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-WIC Bianco RAL9010 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-WIN Bianco RAL9010 100,0-280,0Vac 1 C 37 1700lm 

DW156-18-WWC Bianco RAL9010 100,0-280,0Vac 1 C 37 1700lm 
DW156-18-WWN Bianco RAL9010 100,0-280,0Vac 1 C 37 1700lm 
DW156-7-BBC Nero RAL9005 100,0-280,0Vac 1 C 37 500lm 
DW156-7-BBN Nero RAL9005 100,0-280,0Vac 1 C 37 500lm 
DW156-7-BCC Nero RAL9005 100,0-280,0Vac 1 C 37 500lm 
DW156-7-BCN Nero RAL9005 100,0-280,0Vac 1 C 37 500lm 
DW156-7-BGC Nero RAL9005 100,0-280,0Vac 1 C 37 500lm 
DW156-7-BGN Nero RAL9005 100,0-280,0Vac 1 C 37 500lm 
DW156-7-BIC Nero RAL9005 100,0-280,0Vac 1 C 37 500lm 
DW156-7-BIN Nero RAL9005 100,0-280,0Vac 1 C 37 500lm 

DW156-7-BWC Nero RAL9005 100,0-280,0Vac 1 C 37 500lm 
DW156-7-BWN Nero RAL9005 100,0-280,0Vac 1 C 37 500lm 
DW156-7-REFB
DW156-7-REFC
DW156-7-REFG
DW156-7-REFI

DW156-7-REFW
DW156-7-WBC Bianco RAL9010 100,0-280,0Vac 1 C 37 500lm 
DW156-7-WBN Bianco RAL9010 100,0-280,0Vac 1 C 37 500lm 
DW156-7-WCC Bianco RAL9010 100,0-280,0Vac 1 C 37 500lm 
DW156-7-WCN Bianco RAL9010 100,0-280,0Vac 1 C 37 500lm 
DW156-7-WGC Bianco RAL9010 100,0-280,0Vac 1 C 37 500lm 
DW156-7-WGN Bianco RAL9010 100,0-280,0Vac 1 C 37 500lm 
DW156-7-WIC Bianco RAL9010 100,0-280,0Vac 1 C 37 500lm 
DW156-7-WIN Bianco RAL9010 100,0-280,0Vac 1 C 37 500lm 

DW156-7-WWC Bianco RAL9010 100,0-280,0Vac 1 C 37 500lm 
DW156-7-WWN Bianco RAL9010 100,0-280,0Vac 1 C 37 500lm 
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